





























































































































































































































































































































»—PROPERTY LINE

Ah'

NAHIES
o—1/2" FELT EXPANSION JOINT
I l l SIDEWAL T
IN NEW CON=— AN
STRUCTION PLACH] l R w 5-0
11/2" DEEP : < l
CONTROL | p-3 STRAIGHT
JOINT. IN EXISTING CURB, GUTTER 8 SIDEWALK - GRADE —¥
(TYPicay) | SAWCUT THIS JOINT EACH SIDE OF
DRIVEWAY AND PROVIDE |1/2" DEEP . l 1
I CONTROL JOINT. { TYPICAL) z
z |
o
I £
-2
l I PARKWAY: VARIES
| | .
(8]
z
I ! =
. / Curs )
\/ N<1/2" curs FACE . T
GUTTER 2o

'-0" PER. EACH —
2" CF CURB HEIGHT].

43~ 0" —
MIN

ltf—————10' MAXIMUM, 4' MIN.

PPBACK EDGE OF SIDEWALK

—1-0" PER. EACH 2"
OF CURB HEIGHT.

Y

-
i N

Comn [ ~—~—_|

J;llz“ CURB FACE

t

GUTTER| FLOWLINE—

~ j
CURB HEIGHT

BIKEWAY SLAB ol e
ELEVATION
6'CONCRETE

SECT

172" CURB FACE

JON A-A

4" AOOREGATE SUBBASE

STATE SPEC 25-1024A
CLASS 3

MAY BE CONSTRUCTED MONOLITHIC OR
WITH COLD JOINT AS SHUWN,

Revisions
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Standard

/A

-

/A\

BIKEWAY ACCESS APPROACH

Plan No.

2\

N\

APPROVED

RAFE T woors
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10" 50

BIKE

REMOVABLE CENTER

GUARD
POST POST_ (TYPICAL)
WHERE REQUIRED

PATH

BACK OF SIDEWALK//
PLAN

o'

S

///\\//\/ o- G a. 8. 8. 4 % 0 .t 807 L8 050 g 8l e g e 20T T
N oty e @ ey, e i O a0 00 s e s R (0 oL ie)
VRS | 77 TS
ELEVATION
PLUG AND CAP
(~ WITH CONCRETE
— TN
" P
TWO 2" BANDS OF Pl N
YELLOW REFLECTIVE \
CONTACT TAPE .
30" gIRAU-m'?L/éG DRILL 716" HOLE
. F
_—— 4" STD. GALVINIZED / \\ OR PAD LOCK
STEEL PIPE ——— { |
' 6" e §] o B e = 4“-—1—- [ am—
—_ = // - R == .
D Do =1l E' 57
///\\ //\>‘/ / //\\\ . 20“ 3 " "
20 2 o . - AR
. CONCRETE ‘
3 (‘:::{%ﬁ[:j.f‘,vﬂ“’- GRAVEL PACK 3 7/8 O.D." 3/16 wALL

} VZ/a\\74

6
X-SECTION
FIXED GUARD POST

{

ROUND MECHANICAL
TUBING
X-SECTION
REMOVABLE GUARD POST

Revisions | CITY OF BIG BEAR LAKE

Standard

/Z;x BIKEWAY BARRIER

Plan No.

Z?\ APPROVED

/N

D R A F T recores
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A-2

& GUTTER

R/W 80'

R/W

= 35

¢

WRITE STRIPE

MIN. ) :

&" soLiD|

e

PAVEMENT
STRUCTURAL
SECTION

TYPICAL SECTICN

CURB

NOTES:

SEE STANDARD NO. 200 FOR CURB AND GUTTER DETAILS.
SEE STANDARD NO. 205 FOR SIDEWALK DETAILS.
STRUCTURAL SECTION SHALL BE DETERMINED BY SOILS

TESTS, SUBMITTED IN A GEOTECHNICAL REPORT AND
APPROVED BY THE CITY ENGINEER.

MINIMUM SECTION SHALL BE 4" ASPHALT CONCRETE OVER 6"
CRUSHED AGGREGATE BASE.

SEE STANDARD NO. 271 FOR BIKE LANE SIGNS AND
MARKINGS.

MINIMUMT.I. =

2 MM,

A—-2 CURB
& GUTTER

Revisions

CITY OF BIG BEAR LAKE

Standard

PRIMARY ARTERIAL WITH BIKE LANES

Plan No.

2\

/N

APPROVED

DRAE T v
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R/W 0 R/W
30 30"
s 25' ’ 2! 5(

2" | 2" MIN
SIDEWALK

SIDEWALK PAVEMENT WHERE
B EED STRUCTURAL REQUIRED
D-2 CURB D-2 CURB

& GUTTER & GUTTER

TYPICAL SECTION

NOTES:

SEE STANDARD NO. 201 FOR CURB AND GUTTER DETAILS.
SEE STANDARD NO. 205 FOR SIDEWALK DETAILS.
STRUCTURAL SECTION SHALL BE DETERMINED BY SOILS TESTS,

'SUBMITTED IN A GEOTECHNICAL REPORT AND APPROVED BY THE CITY

ENGINEER.
MINIMUM SECTION SHALL BE 4" ASPHALT CONCRETE OVER 8" CRUSHED

. -AGGREGATE BASE.

SEE STANDARD NO. 271 FOR BIKE LANE SIGNS AND MARKINGS.

MINIMUMT.L. = 7.=

Revisions

CITY OF BIG BEAR LAKE Standard

NN

SECONDARY ARTERIAL | Plan No.

2\

/N

WITH BIKE LANES 568

APPROVED D R A ,
F T wocree |



R/W

1.

R/W

=t 25t 25! =

2 limun ol 2 MIN.
l“ ¢ |

PAVEMENT

STRUCTURAL
: SECTION
TYPICAL SECTION |
NOTES:

SEE STANDARD NO. 201 FOR CURB AND GUTTER DETAILS.

2. SEE STANDARD NO. 205 FOR SIDEWALK DETAILS.
3. STRUCTURAL SECTION SHALL BE DETERMINED BY SOILS TESTS,
SUBMITTED IN A GEOTECHNICAL REPORT AND APPROVED BY THE CITY
ENGINEER.
MINIMUM SECTION SHALL BE 4* ASPHALT CONCRETE OVER 6" CRUSHED
AGGREGATE BASE. (T.l. = 7.0) -
4. SEE STANDARD NO. 271 FOR BIKE LANE SIGNS AND MARKINGS.
5. BIKE LANES WILL NOT FIT ON LOCAL COLLECTORS WITH SIDEWALKS WITH
R.O.W'S EQUAL TO 50 AND 40 FEET.
6. MINIMUMT.L = 6.0.
Revisions | CITY OF BIG BEAR LAKE Standard
- /\ Plan No.
/A
. @\ LOCAL COLLECTOR W/BIKE LANES
2\ APPROVED \ 269
/N » R A F T 16 OCT 89 :




N

D-2 CURB
& GUTTER

R/W R/W

PAVEMENT
STRUCTURAL
SECTION

D-2 CURB
8 GUTTER

TYPICAL SECTION

NOTES:

1.

SEE STANDARD NO. 201 FOR CURB AND GUTTER DETAILS.

i

2 STRUCTURAL SECTION SHALL BE DETERMINED BY SOILS TESTS,
SUBMITTED IN A GEOTECHNICAL REPORT AND APPROVED BY THE CITY
ENGINEER.

MINIMUM SECTION SHALL BE 3" ASPHALT CONCRETE OVER 6" CRUSHED
AGGREGATE BASE.
3. SEE STANDARD NO. 271 FOR BIKE LANE SIGNS AND MARKINGS.
4. MINIMUMT.I. = 6.0.
Revisions | CITY OF BIG BEAR LAKE standard
A LOCAL COLLECTOR WITH BIKE LANES Plan No.
I
NO SIDEWALK-60' R.O.W.
/?\ APPROVED v 270
2N T 16 OCT 89 |7 oFs



R/W

D-2 CURB
& GUTTER

PAVEMENT
STRUCTURAL
SECTION

TYPICAL SECTION

NOTES:
SEE STANDARD NO. 201 FOR CURB AND GUTTER DETAILS.

STRUCTURAL SECTION SHALL BE DETERMINED BY SOILS
TESTS, SUBMITTED IN A GEOTECHNICAL REPORT AND
APPROVED BY THE CITY ENGINEER.

MINIMUM SECTION SHALL BE 3" ASPHALT CONCRETE OVER 6"
CRUSHED AGGREGATE BASE.

PER THE GENERAL PLAN, A COLLECTOR STREET RIGHT-OF-
WAY OF 50 FEET (WITH 2-20 FOOT LANES) OR 40 FEET (WITH
2-14 FOOT LANES) IS ACCEPTABLE ONLY IF EXISTING
DEVELOPMENT PRECLUDES A 60 FOOT RIGHT-OF-WAY.

"SEE STANDARD NO. 271 FOR BIKE LANE SiGNS AND

MARKINGS.
MINIMUMT.I. = 8.0.

50" R/W
25' ’ 25'
2' 23! 23! , 2!
2 MIN. . 1
| ] 2 MIN.
I ¢ I

D-2 CURB
8 GUTTER

Revisions

CITY OF BIG BEAR LAKE

A

LOCAL COLLECTOR WITH BIKE LANES
NO SIDEWALK-50" R.O.W..

2\

A\

APPROVED

» R A F T 16 OCT 89

Standard
Plan No.

270
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R/W 40'

PAVEMENT
STRUCTURAL
SECTION

TYPICAL SECTION

D-2 CURB
& GUTTER

NOTES:

1. SEE STANDARD NO. 201FOR CURB AND GUTTER DETAILS.

2. STRUCTURAL SECTION SHALL BE DETERMINED BY SOILS
TESTS, SUBMITTED IN A GEOTECHNICAL REPORT AND
APPROVED BY THE CITY ENGINEER.

MINIMUM SECTION SHALL BE 3" ASPHALT CONCRETE OVER 6"
CRUSHED AGGREGATE BASE.

3. PER THE GENERAL PLAN, A COLLECTOR STREET RIGHT-OF-
WAY OF 50 FEET (WITH 2-20 FOOT LANES) OR 40 FEET (WITH
2-14 FOOT LANES) IS ACCEPTABLE ONLY IF EXISTING
DEVELOPMENT PRECLUDES A 60 FOOT RIGHT-OF-WAY.

4, 'SEE STANDARD NO. 271 FOR BIKE LANE SIGNS AND
MARKINGS.

5. MINIMUMT.L. = 5.0.

D-2 CURB
& GUTTER

Revisions | GITY OF BIG BEAR LAKE

Standard

1 /a\

LOCAL COLLECTOR WITH BIKE LANES

Plan No.

2\

NO SIDEWALK-40" R.O.W.

A\

APPROVED ‘o)
*® DRAF T wors
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Centerline or Lane Line

| sm— |

WHERE VEHICLE PARKING IS PROHIBITED

Optional Dashed Stripe

(See Note 4)

.:!lt_—:l::;:

4’ Minimum 96'

_—6" White Stripe m

ML)

z

- ~

4

Mg

RZG:'R 8] “~Curb or edge of pavement \Qpﬂongl Markings \

{No Parking) (See Note |)
(Bike Lane)

(See NoteS)

NOTES:

1.

THE BIKE LANE PAVEMENT MARKINGS SHALL BE PLACED ON
THE FAR SIDE OF EACH INTERSECTION, AND MAY BE PLACED
AT OTHER LOCATIONS AS DESIRED.

THE USE OF THE BICYCLE SYMBOL PAVEMENT MARKING TO
SUPPLEMENT THE WORD MESSAGE IS OPTIONAL.

THE G93 BIKE ROUTE SIGN MAY BE PLACED INTERMITTENTLY
ALONG THE BIKE LANE IF DESIRED. STANDARD NO. 272.

THE BIKE LANE LINE MAY EITHER BE DROPPED ENTIRELY, 96’
IN ADVANCE OF THE INTERSECTION, OR A DASHED LINE
CARRIED TO THE INTERSECTION OR THROUGH THE
INTERSECTION.

THE R81 BIKE LANE SIGN SHALL BE PLACED AT THE
BEGINNING OF ALL BIKE LANES, ON THE FAR SIDE OF EVERY
ARTERIAL STREET INTERSECTION, AT ALL MAJOR CHANGES
IN DIRECTION, AND AT MAXIMUM HALF-MILE INTERVALS.

-
"
e maynte Ll ne

—

| cemm——

—
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BIKE LANE SIGNS AND MARKINGS

Plan No.
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