






























































AWG #10 THHN

OR THW

(SEE NOTE #4)

CEMENT MORTAR

COATING

s.c.c. W
PIPE

6” MIN. DR AS
REQ'D. TO REPAIR
DAMAGED MORTAR
COATING

N
..,

VALVE CAN
& COVER PER
DWG. SD-6

YAVAVA

M.J. FOLLOWER RING
NOT COATED: TO BE
POLY-WRAPPED ONLY.

\ >y

PVC
PIPE

VALVE

L.WIRE MESH REINFORCEMENT
FOR CEMENT MORTAR COATING (TYP.)

PROF ILE
NOTE :
1. ONLY TO BE USED IF EXISTING S.C.C.
PIPE IS CATHODICALLY PROTECTED.
2. COATING TYP. FOR SIDE AND TOP
OUTLETS AND VALVES.
3. S.C.C. (STEEL PIPE, CEMENT LINED,
CEMENT MORTAR COATED).
4. #10 AWG BOND WIRE SHALL CONNECT
STEEL WELD-ON OUTLET TO VALVE,
VIA EXOTHERMIC WELD CONNECTIONS.
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AWG #10 THHN
iy VALVE CAN
& COVER PER
(SEE NOTE #5) DWG. SD-6
6” MIN. OVERLAP
OR AS REQ'D. TO
REPAIR COATING M.J. FOLLOWER RING

NOT COATED: TO BE
POLY-WRAPPED ONLY.

S.C.M
OR
PVvC
S.C.B. PIPE
PIPE
BUILD UP WITH
MASTIC TO COVER
NUTS AND BOLTS
COLD APPLIED 4" OR
6” COAL TAR, GLASS
REINFORCED TAPE 20
MIL. DOUBLE LAP TE :
POLYETHYLENE SLEEVE
(SEE_NOTE #2) 1. ONLY TO BE USED IF EXISTING
S.C.M./S.C.B. 1S CATHODICALLY
PROTECTED.
PROFILE
I 2. EXTEND POLYETHYLENE TO COVER

ALL METAL PIPE AND FITTINGS.

3. COATING TYP. FOR SIDE AND TOP
OUTLETS AND VALVES.

4. S.C.M. (STEEL PIPE, CEMENT
LINED.s ASPHALT MASTIC COATED).
S.C.B. (STEEL PIPE, CEMENT
LINED, COAL TAR COATED).
5. #10 AWG BOND WIRE SHALL CONNECT

STEEL WELD-ON OUTLET TO
VALVE. VIA EXOTHERMIC WELD
CONNECTIONS.
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BPD!I CUSTOM PUMPHOUSE
AR VALVE ENCLOSURE,

VENT CAP 18 GAUGE., OR APPROVED
3" COMBINATION AR EQUAL (20"WX32"HX20"L)
VALVE APCO #147C FOREST GREEN COLOR
OR APPROVED EQUAL

3" D.I. ——VENT CAP

NIPPLE

4" BUND FLG. —— 4" COMBINATION AR

TAPPED 3 VALVE APCO #149C
OR APPROVED EQUAL

3" AR RELIEF W/FLG. INLET/OUTLET
SSE LY 1/2' DIA. ANCHOR
ASSEMBLY BOLT (TYP.)
VALVE CAN & COVER BACK OF SIDEWALK l FINISHED
PER DWG SD—6 hr /— GRADE
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3’ X 3' CONCRETE PAD,
4" THICK W/REINFORCING

£ 4° D.I. SPOOL PROVIDE WIRE OR REBAR

i—| LENGTH FOR CLEARANCE
. = 1t = ABOVE CONCRETE PAD "
FLG. X M.J. AS SHOWN 4" D.I. PIPE F.B.E.

(FIELD DETERMINE LENGTH)

90" FLG. Y
- 0 ?— 4" ELL 90"
L MJ. X FLG.
4" D.. OR CLASS
200 PVC PIPE ;['ggf ave)
NOTE:

1. TO RETROFIT EXISTING AIR RELIEF ASSEMBLIES, REMOVE EXISTING METER
TOP OF PIPE BOX WITH LID AND AR RELIEF VALVE. INSTALL 4" D.. SPOOL ON -
REMAINING FLG. OF BURIED ASSEMBLY, LENGTH TO PROVIDE CLEARANCE
ABOVE FINISH GRACE AS SHOWN. BACKFILL AND POUR CONCRETE PAD AS
SHOWN.

2. INSTALL AIR VALVE ENCLOSURE PER MANUFACTURER'S INSTRUCTIONS, USING
1/2" DIA. ANCHOR BOLTS THROUGH EACH MOUNTING FOOT.

[€_AR_RELIEF_ASSEMBLY
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2" ELL 90" B&B SW
AR
2" ELL 90" B&S SW GALV. CONDUIT STRAPS
, ” SECURE W/ GALV.
2” PVC PIPE (4” LONG) SeRENS
2" VENT SCREEN —— 2" PVC PIPE AS
X , REQUIRED
BROOKS #38 (CHRISTY \ ]
B30) CONC. METER BOX ~|Z N
(SEE NOTE 3 BELOW) =
FINISHED GRADE\ — KNOCK OUT HOLE FOR
3 REBETR BN PRI RIIRYE 5 \ » ( D )
° %\f/f 2” ELL 90° B&B SW
A = ~— 2" Pvc PIPE AS
) N 3 | ~ REQUIRED
2” X 18" BRASS PIPE RISER 3 .
' ~——— 2" ELL 90" B&S SW X
2” ELL 90" STD BRASS - P
2" PVC PIPE (AS REQUIRED ——2_ COMBINATION AR
RELEASE VALVE, APCO
TO LOCATE METER BOX OUT "REGULAR" OR EQUAL
OF PAVEMENT) S@ I ¢ ~
RO MK ~1-1/2" X 2"
INSULATING BUSHING
2” BRASS 4 o
Zrenas2 | 1-1/2" BRASS ST. ELL
i 2” X 4” REDWOOD BLOCKS
2" CORP. UNDER METER BOX
STOP 1P 4" 70 8" OF 1-1/2" X 4” BRASS
5 CRUSHED ROCK NIPPLE
= i 2" X 1—1/2" BUSHING
2" X 24" NIPPLE
STD BRASS N
2” BRASS ANGLE VALVE,
2" ADAPTER FE IP X CRANE NO. 16—1/2 P
PVC SW OR EQUAL
12" PVC PIPE i
OR LARGER USE 12" X 2" SADDLE W/ 2” IP OUTLET
DIAMETER PIPE FOR 12” DIA. PVC PIPE OR THREADOLET
NOTES: PER CHART ON STD. DWG. SD—2
1. INSTALL 4” X 4" X 6’ REDWOOD MARKER POST WITHIN 12" OF METER BOX. BURY MIN. DEPTH
3'. PAINT WHITE WITH BLACK LETTERS "AR”.
2. PVC PIPE SHALL BE SCHEDULE 40.
3. USE LIGHT WEIGHT QUAZITE BOXES OF EQUIVALENT SIZES IN NON—TRAFFIC AREAS ONLY. DO NOT
USE QUAZITE BOXES IN SIDEWALKS OR DRIVEWAYS.
4. APPROVED ROT RESISTANT ALTERNATIVES SUCH AS PLASTIC LUMBER MAY BE USED IN PLACE OF
REDWOOD BLOCKS.
\ CONTRA COSTA
‘_\}_\\_ WATER DISTRICT
e==" CONCORD, CALIFORNIA
STANDARD DETAIL
0 ISSUED FOR DISTRIBUTION HN | JL 4/07 TITLE:
REV. DESCRIPTION A Y | APP.|DATE (
. »
EGINEERNS R 2" AIR RELIEF ASSEMBLY
CONSTRUCTIOW APPROVED DATE:
0 & M REVIEW: </ CAD FILE: SD16STRO.DWG | SCALE: NONE STD. DETAIL NO. REV.
APPROVED FQR USE; - DATE: 4/2/07 SHEET 1 OF 1 SD-16 0

1 -



